Copper Sealtite 2000

Non-Asphaltic Thru-Wall Flashing
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Description
Copper Sealtite 2000, manufactured by Advanced Building Products, is a non-asphaltic copper fabric flashing available in either a 3 or 5oz. copper weight.  The non-asphaltic adhesive used in the manufacturing process produces a lighter square foot weight, which allows for 60 lineal feet per roll instead of 25 lineal feet standard with asphaltic-coated copper, significantly reducing the number of lap joints required in cavity walls.  Copper Sealtite 2000 is engineered to provide superior tensile strength and puncture resistance and is compatible with most sealants on the market.  Copper Sealtite 2000 is available in 12”, 16”, 18”, 20”, 24”, 32”, and 36” widths.

Primary Use
Copper Sealtite 2000 is intended for use as an above grade masonry flashing for cavity wall applications.  Copper Sealtite 2000 should be secured to the interior back-up wall in a mortar joint or reglet, or with a termination bar.  Flashing should extend through the wall and be cut flush with the exterior surface.

Warranty
Copper Sealtite 2000 is UV resistant and comes with a manufacturer’s limited lifetime warranty.  For more information, please contact Advanced Building Products, Inc.

ASTM
Copper Sealtite 2000 conforms to ASTM-B370
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