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Fuilikag Piaducts Inc.
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*** MATERIAL SAFETY DATA SHEET ***

1. Chemical Product and Company Identification

PRODUCT NAME Hot Melt Adhesive for Copper Sealtite 2000
MAMUFACTURER ADVANCED BUILDING PRODUCTS, INC.

P. 0. Box 98, Springvale, ME D4083
Toll Free: 1-800-252-2306

Fax: 1-207-490-2998

www. advancedflashing.com

2. Composition / Information On Ingredients

————— 2 —
CHEMICAL FAMILY Hot Melt Adhesive
COMPONENT CAS NUMBER CONCENTRATION (%)
Hydrotreated Heavy Maphthenic Distillate &4742-52-5 10 - 30
3. Hazards |dentification
——— — e -

EMERGENCY OVERVIEW

EYE

HOM-HAZARDOLUS AT ROOM TEMPERATURES. HAZARDOUS OMLY WHEN HEATED,
Clear 5alid Hegligible Odor.

As supplied: Irritant as a foreign body. As used: Severe thermal hazard.

SKIN CONTACT Expasure to hot material may cause thermal burms.
INHALATION Unlikely ta be hazardous by inhalation because of the low vapor pressure

of the material at ambienl lemperature, Vapors and/or asrosols which
may be formed at elevated temperalures may be irritating to eyes and
respiratory tract.

INGESTION Laow oral toxicity,
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4. First Aid Measures

EYE If hat: Flush with cool water. Treat as wax or resin burn. Do not attempt to
remave solidified adhesive, Get medical attention immediately. As

supplied: remove as foreign body.

SKIN CONTACT If hot: Flush with cool water, Treat as wax or resin burn, Do not attempl Lo
remave solidified adhesive, Get medical attentian immediately. As
supplied: Mon-hazardaus.

INHALATION Remove to fresh air. Get medical attention if irritation persists.

INGESTION If swallowed, induce vomiting enly if victim is alert. Get promptmedical
attention. DO NOT attempt to give anything by mouth to a drowsy or

LINCONSCinous person.

5. Firefighting Measures
—r=a=

R —
AUTOIGHITICON Mot available
FLASH POINT » 50{ °F [Cleveland Open Cup)
EXTIMNGUISHING MEDEA COds by Chemical
SPECIAL FIREFIGHTING PROCEDURES Mo special procedures are reguired.
FIRE & EXPLOSION HAZARDS Mon-combustible,
HAZARDOUS COMBLUSTION PRODUCTS Carbon Monoxide, Carbon Dioxide,
Unknown Hydrocarbons.

LOWER. EXPLOSION LIMIT (%) Mot applicable.
UPPER EXPLOSIOM LIMIT {X) Mot applicable.
FLAMMABILITY HAZARD CLASS 1 = slight.
6. Accidental Release Measures

== === =

SPILL AWD LEAK PROCEDURES

Allew to cool and solidify. Scrape up and collect
in suitable containers for disposal.

For safety and environmental precautions, please review enlire Material Safety Data Sheet far

necessary information.

7. Handling and Storage

STORAGE TEMPERATURE
HAMDLING ¢ STORAGE

SEMSITIVITY TO STATIC ELECTRICITY
SEMSITIVITY TO MECHANICAL IMPACT

0-100°F

Store in a cool, dry area. Precaution: This

product should anty be heated to recommended

temperatures. Hazards of pyrolysis products emitted

are unknown and may be hazardous to health.
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